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Inspection of the Spa Zi - Model Z-430

Inspect Z-430 Please contact your local Spa Zi dealer or call Spa Zi
at 800-887-0880 for any visible damages.

Record important information

Installed by:

Installation Date:

Serial number:

(Locate in the back of Spa Base)

Registration form has been mailed on

(It's very important to mail your Registration Form to Spa Zi. Failure of doing so may
cause the product warranty to be voided).

5300 Adamo Dr. Suite #A
TAMPA, FL 33619
Tel: 800-887-0880

Warning

The Spa must be installed by a qualified,
licensed plumber and is in compliance with the local government..
Failure to comply may result in serious injuries and Wamanty will be voided.

We strongly recommend that all outlets connected to pedicure spas lo include a
GFCI device (Ground Fault Circuit Interrupters) This will reduce the risk of electric shock.

Read this User's Manual thoroughly before installation and use.



Introduction

opa i would like to thank you for your purchase of Z-430. With impressive
design and highly quality control production, Z-430 of Spa Zi surpasses industry
standard for performance and comfort.

With Spa Zi Z-430, you can be assured of uncompromised cleaning standard
with safe pipeless technology; Pipeless jet features a convenient, removable
screen plate to allow easy cleaning. You will be pleased with our world-class
massage chair, a full function of kneading, tapping, rolling system that provide

your clients the most relaxing moment. All parts in 7-430 are made to the highest
safety standard.

With minimal maintenance and care. your Spa Zi Z-430 will give you years of
carefree service.



Specifications:

. Dimension: (with seat back)
. Net weight:

. Shipping weight:

. Capacity of tub:

. Spa Base:

. Power source:

SHE"Lx29" Wx 53" H
141 lbs

163 lbs

5 US gallons

Fiber glass with steel frame

120V AC,12 Amp, 60 Hz



Identified parts.
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1. Chair with massage system
2. Hand shower

3. Water spout

4. On/Off Air Switch

5. Massage & recline control
6. Hot & Cold mixing valve
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7. Adjustable footrest
8. Air control
9. LED light
10. Drain plug
11. Drain control Knob
12. Jet motor



Spa Installation Instruction:

Electrical Service

An 120 V, 60 Hz, 12 Amp GFCI protected grounded circuit must be used to supply
power to the Spa Zi Z-430. The Service must performed by qualified licensed electrician.

Water Supply
All plumbing connections must conform to local codes.

Hot water supply temperature

The hot water supply temperature must not exceed 150 degree F (65 degree C).
Adjust your hot water heater accordingly.

Hot and Cold water supply lines

Carefully connecting the coming water Supply lines to the appropriate hoses located on
the back of the Z-430. It is recommended to shut off all valves during installation.

Fiber glass arm assembly instruction:

Loosen two (2) screws @ &€

as show in Fig. 1 - %\
Slide slowly the fiberglass arm

into the slot as shown in Fig. 1
Secure the arm by bolts provided

as shownin Fig. 2& 3




Electric wiring diagram- w/o Drain pump

OWIOFF AR BWITCH
{JET MOTOR £ LEGHT)

12 VOLT LED LEGHT

Electric wiring diagram- with Drain pump

DHIDFF AR 5WITCH

(HECHARGE PLILF)
[

| OMOFF AR SNITCH
(JET MOTOR & LEGHT)

.. 92 VOLT LED LIGHT
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120VAC, 60HZ., 12AMP

110 PEOWWER SLIPPLY GF)

ADAPTOR

b= HSCHARGE PUMP

2 MIKNUTES TIMER

120VAC, BOHZ., 12AMP



Massase chair assembly: (See defails in chair user's manual)

Drain line Installation:

Warning

The Spa must be installed by a qualified, licensed plumber.
Failure to comply may result in serious injuries and
Warranty will be voided.

- Gravity drain:
Spa Zi Z-430 uses a standard gravity drain. A floor drain is recommended
P-Trap is supplied.

- Discharge pump: (Optional)
Discharge pump is installed by manufacturer

Safety instruction
Caution: Basic precaution should always be observed, including the followings:

Those with the following conditions, but no limited to, should consult with their
physician prior to using this product;

A - Phalignant tumor

B - Heart disease

C - Back disease or back trouble from injury by accident.

- Always enter and exit pedicure spa slowly and carefully.

- Do not permit children to use this unit unless they are supervised at all time.
- Do not use outdoors

- Do not use this unit if abnormal sound is heard.

- Make sure all operation swilches are in OFF position before connecling the
power cord to an electrical outlet.
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